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KEYICONSFUNCTIONS
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When somethingis flashingyou have
15 sec for modify the selection,
modify your desired value and then
remember to confirm it pressingthe
associated icon, after 15 sec of
flashing the value will confirm
automatically

When the displayis flashingyou can
modifythe value

In everyCOOKINGMODEchosen, you
can use the MANUAL HUMIDITY
SUPPLYfunction keepingselectedthe
iconYESCLIMA

If you ŘƻƴΩǘuse the oven for 15
minutes, the displlay goes
automaticallyon the Stand-Bystatus

It is alsopossibleto changethe oven
unit temperature from Celsius to
Fahrenheit: from the stand-by status
keep touch icon PHASES(Ph), select
you desired value with MINUS/PLUS
iconsandconfirmit keepselectingthe
icon PHASES(Ph) until the acoustic
signal

TIPSANDTRICKS
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OTHERSICONSFUNCTIONS
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Selectthe icon ON: the displayshows
youthe defaultparameters

Keep touch the icon TEMPERATURE:
the icon PREbecomesred and the
functionisenable(display4)

TURNINGONPREHEATMODE

The preheating reachs automatically
50°c more than your TEMPERATURE
selectedin the cookingprocess. If the
proposed value is not enough, and
you desire to change it, when the
function is enable select twice the
iconTEMPERATURE

TEMPERATUREvalue flashes(display
2)
Whenflashing, set your desiredvalue
with MINUS/PLUSicons
Confirm the selection with icon
TEMPERATURE.

PREHEATfunction is optionalandit is possible
not to use it. YESOVENSsuggeststhe use of
this function to considerably improve the
cookingperformances.

Keep touch the icon TEMPERATUREagain if
youdesireto disablethe PREHEATfunction

Whenthe icon PREbecomesred the function
is enabled, when is switch off the function is
disable

When you haveselectedall your parameters
and will launch the cooking process, the
display3 showsyou the word PRE,wait till the
display shows you the word END(with the
signalacusticaswell), then you canopen the
doorandinsertthe food product

0.00

150ªc
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Selectthe icon ON: the displayshows
youthe defaultparameters

Selectonce the icon YESCLIMA: the
defaultvalueflashes

When flashing, set your desidered
COOKINGMODE with MINUS/PLUS
icons

Confirm the selection with icon
YESCLIMA

Proceed with the other cooking
processparameters.

Thecookingtakesplace
in a dry chamberwhere
humidity is forcibly and
fast removed. Ideal for
high-temperature
preparations or to
create the optimal
conditions to grill,
gratin,fry, brown.
Essentialfor drying.

Thecookingtakesplacein a
dry chamberwherehumidity
is added. Thecombinationof
these elements empowers
the thermal transfer, which
takesplacefaster.
Ideal to avoid weight losses,
preserving organoleptic
properties and increasing
the quality of the final result
of the cooking. Suggestedfor
meat, fish and also for
doughsandfrozenproducts.

Thecookingtakesplace
in a steam-saturated
chamber where the
conditionsof traditional
boiling cooking are
reproduced, but
preservingfrom the loss
of nutrients.

COOKINGMODESETTING

MODE DRY COMBI STEAM

COOKING TYPE DRY CONVECTION
DRY CONVECTION MIXED 

WITH HUMIDITY
STEAM

TEMPERATURE RANGE THAT CAN 
BE SET

30°c <> 280°c 30°c <> 280°c 50°c <> 130°c

HUMIDITY RANGE THAT CAN BE 
SET

0% 
CANNOT BE 
MODIFIED

50% DEFAULT
CAN BE MODIFIED 

BETWEEN 0% TO  100%

100%
CANNOT BE 
MODIFIED

CHIMNEY VALVE POSITION OPEN
AUTOMATIC BASED ON 
THE HUMIDITY DURING 

COOKING
CLOSE

1

2

3 3

4
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Selectthe icon ON: the displayshows
youthe defaultparameters

Touchthe icon YESCLIMA: the default
valueflashes

When flashing, set COMBICOOKING
MODEwith MINUS/PLUSicons

Confirm the selection with icon
YESCLIMA.

COOKINGMODESETTING: YESCLIMASETTING

Selecttwice the icon YESCLIMA: the
display shows you the default
humiditypercentuage(50%)

If the proposedvalue is not enough,
andyou desireto changeit, whenthe
valueis flashingset your desirednew
valuewith MINUS/PLUSicons

Confirm the selection with icon
YESCLIMA

Proceed with the other cooking
processparameters.

In everyCOOKINGMODEchosen, you canuse
the MANUAL HUMIDITYSUPPLYfunction,
keepingselectedthe iconYESCLIMA: the oven
produce instantly 30ΩΩ of directly
humidification

In the STEAMCOMBIMODEcouldappearthe
messageWAIT: it meansthat the steamis not
availableyet, becausethe ovenis reachingthe
correcttemperaturefor steam

100ªc

1

2

3 3

4

6 6
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FORCEDREMOVALOF HUMIDITY: AUTOMATICSMARTCHIMNEY
SYSTEM(SCSTECHNNOLOGY)

TheAutomaticSmartChimneySystem
(SCS)is madefor the humidity forced
extraction, thanks to the SCS
Technologyall the processis totally
automaticand will ensurea total and
precisecontrolof the cookingprocess.
Theextraction, for eachcookingmode
work:

DRYcookingmode: the chimneyvalve
positionisopen,youcannotmodifyit

STEAMcooking mode: the chimney
valve position is close, you cannot
modifyit

COMBIcooking mode: the chimney
valve position change by your
humidity%selected, AUTOMATICALLY
it change the angle inclination of
openingasthe graphicbelow

HUMIDITY % SELECTED 

0 %

50%

CHIMNEY VALVE POSITION

100%

HUMIDITY % RANGE

5%
10%

15%
20%

25%
30%

35%

40%

45%

55%

60%

65%

70%

75%

80%

85%

90%

95%

VALVE POSITION: CLOSE

VALVE POSITION: OPEN
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Selectonce the icon TEMPERATURE:
when the value is flashing set your
desirednew value with MINUS/PLUS
icons

Confirm the selection with icon
TEMPERATURE

Proceed with the other cooking
processparameters.

TEMPERATURESETTING

Select once the MINUS/PLUSicons if you
desireprecision. Keeptouch the MINUS/PLUS
iconsif youdesireto increasethe modification
speed

It is also possible to modify the parameter
duringcooking

Thevaluerangeisbetween30°c and280°c for
DRYe COMBICOOKINGMODE, and between
50°c and130°c for STEAMCOOKINGMODE

1

2 2

3



13

Select once the icon TIME/CORE
PROBE: when the valueis flashingset
your desiredvalue with MINUS/PLUS
icons

Confirm the selection with icon
TIME/COREPROBE

Proceed with the other cooking
processparameters.

TIMECOOKINGMODESETTING

Select once the MINUS/PLUSicons if you
desireprecision. Keeptouch the MINUS/PLUS
iconsif youdesireto increasethe modification
speed

It is also possible to set the parameter
TIMELESS(showedINFin the display). TheINF
parameter is before 0.00, for select it when
the value is flashingtouch once the MINUS
icon and confirm it with TIME/COREPROBE
icon

2 2

1 3
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Select twice the icon TIME/CORE
PROBE: when the valueis flashingset
your desiredvalue with MINUS/PLUS
icons

Confirm the selection with icon
TIME/COREPROBE

Proceed with the other cooking
processparameters.

COREPROBECOOKINGMODESETTING

Select once the MINUS/PLUSicons if you
desireprecision. Keeptouch the MINUS/PLUS
iconsif youdesireto increasethe modification
speed

Thevaluerangeisbetween30°c and130°c

Selecttwice the icon TIME/COREPROBEfor
switchbackto the TEMPERATUREsetting

ThedisplayshowsyouErrPr2 if the coreprobe
isnot insertedin the externallink. Selectevery
icon for disable the acousticalarm, or icon
START/STOPto resetthe operation.

2 2

31
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Selectdirectly the icon FANto modify
the fan speed ventilation between
max speed (it is also the default
value), medium speed, minimum
speedandPULSEspeed.

FANVENTILATIONSETTINGANDPULSEFUNCTION

It is also possible to modify the parameter
duringcooking

The passagefrom automatic to PULSEmode
could compromise the performances of
humidityextractionandtotal time of cooking

All the fan speedsmake an inversionof the
airflow to guaranteethe cooking uniformity
andtheyareconstantlyin function



The PULSEspeedrecreatesthe static
ambient cooking: it is ideal for soft
and delicate cookings and for long
time cookingsthat need to be not
exposedto a strongventilatedairflow

When the associatedicon becomes
orange, the special fan speed is
enabled

When enabled, the fan start
simultaneouslywith the heatelement,
basicallyfor a few seconds

In the MAX,MEDandMIN fansspeed,
usuallythe ventilationis constantlyin
function; only in the PULSEmode the
ventilation work intermittently
(simultaneouslywith the heatelement
activation, for a few necessary
secondsto reachs the temperature
sett)

PULSESPEEDWORKING

16

MAX, MED and MIN fans speed 

PULSE fan speed 
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While cooking, keep touch the icon
YESCLIMA: the displayshowsyou the
humidityreleasecountdown(30ΩΩύ

In these 30ΩΩthe ovens produce
directly manual humidity without
interruption (except in the inversion
of fansrotation)

MANUALHUMIDITYSUPPLYFUNCTION
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The PROGRAMMEDMODEallows to
cookin 3 differentway:

Cook with multiple phases without
saving(seefollowingchapters)

Save a a new recipe with multiple
phases(seefollowingchapters)

Launcha recipesavedpreviously(see
followingchapters)

PROGRAMMEDMODE

In the programmedmode you also have the
accessto the automaticwashingprograms(if
your oven is equipped with the automatic
washingsystem)(seefollowingchapters)
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Selectthe iconPROGRAM: the display
showsyou the number01 (first of 99
free positions)insteadMan1 (it means
manualmode)

Set your first phase of cooking as
describedin the previouschapter

Select once the icon PHASES(Ph):
when flashing, select once the icon
PLUSto add a new phase: the display
shows you the number of the new
currentlyphase(the displaybelow, in
the right side)

COOKWITHMULTIPLEPHASESWITHOUTSAVING

Set your desired parameters in the
currentlynewphase

Selectthe icon STARTfor launchthe
recipe

OR

Setting furthers phasesas described
above in the previous chapter until
max 5 phases, at the end, select the
iconSTARTfor launchthe recipe.

Eachrecipemaycontainuntil 5 maxdifferent
phases(5 phasesfor cookingand one further
for PREHEATING)

Thecookingprocessgoesautomaticallyto the
followingphaseset

2 2

1
2
2
2

3

4 5 5

5
5
5
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Selectthe iconPROGRAM: the display
showsyou the number01 (first of 99
free positions)insteadMan1 (it means
manualmode)

Selectthe icon PROGRAMone more
time: when the number01 is flashing
chooseyour desiredposition for save
the programfrom 01 to 99, selecting
PLUS/MINUSicons

Set your first phase of cooking as
describedin the previouschapter

Select once the icon PHASES(Ph):
when flashing, select once the icon
PLUSto add a new phase: the display
shows you the number of the new
currentlyphase(the displaybelow, in
the right side)

Set your desired parameters in the
currentlynewphase

Keeptouch the icon PROGRAMuntil
the signalacoustic(CONFIRMSAVING)

OR

Setting furthers phasesas described
above in the previous chapter until
max5 phases, at the end,keeptouch
the icon PROGRAMuntil the signal
acoustic.

SAVEANEWRECIPEWITHMULTIPLEPHASES

Eachrecipemaycontainuntil 5 maxdifferent
phases(5 phasesfor cookingand one further
for PREHEATING)

2 3 3

3
3
3

1

6 6

6
6
6

4

5

7



21

Selectthe iconPROGRAM: the display
showsyou the number01 (first of 99
free positions)insteadMan1 (it means
manualmode)

Selectthe icon PROGRAMone more
time: when the number01 is flashing
chooseyour recipe savedpreviously
selectingPLUS/MINUSicons

Selectthe icon STARTfor launch the
recipe

LAUNCHA NEWRECIPESAVEDPREVIOUSLY

Thecolor of the book icon in the left side of
the displaybelow showsyou if the position is
availablefor new recipes(green color) or is
alreadyoccupied(redcolor)

1 2

3

4
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Selectthe iconPROGRAM: the display
showsyou the number01 (first of 99
free positions)insteadMan1 (it means
manualmode)

Selectthe icon PROGRAMone more
time: when the number01 is flashing
chooseyour recipe savedpreviously
selectingPLUS/MINUSicons

Keeptouch the icon PHASES(Ph) for
deletethe recipe

The displayask you if you desire to
clearthe recipe(Clr)

Select the icon TEMPERATUREfor
confirmanddeletethe recipe

OR

Selectthe iconTIMEfor invalidatethe
deleteoperation.

DELETETHERECIPE

After the cancellationthe the color in the
book icon in the left sideof the displaybelow
becomesgreenagain

1 2

3

4

5
5
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Whenthe ovenis in ONstatus:

Openthe doorcompletely

Keeptouchthe iconFAN

The cooling function start until the
internal temperaturereaches50°C,at
this point the acoustic signal will
soundandthe displaystopflashing

COOLDOWNFUNCTION

The COOLDOWN function can be stopped
manuallyif youselectthe iconSTART/STOP
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If your oven is equipped with the
automatic washing system proceed
with:

Selectthe iconPROGRAM: the display
showsyou the number01 (first of 99
free positions)insteadMan1 (it means
manualmode)

Selectthe icon PROGRAMone more
time: when the number is flashing
choose your automatic washing
programselectingMINUSicon

Selectthe icon STARTfor launch the
automaticwashingprogramdesired

AUTOMATICWASHINGPROGRAMS

Before launch the washingprogram, please
makesure that the internal temperaturewill
not be too hot (65°C). In this caseit is very
suggestedone cool-down cycle (see in the
previous chapters), otherwise the program
launched will not start until the internal
temperaturedecreaseat 65°C

See following chapter for the washing
specifications(time, detergent consumption,
cycles, etc..)

1 2

3

4
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AUTOMATICWASHINGPROGRAMS
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The cycles in the blue color are
standardfor eachovenequippedwith
the automatic washing system,
YesCleanrequired

For the oven equipped with the
steameryoualsohave2 further cycles
(yellowcolor),YesCalrequired

AUTOMATICWASHINGCYCLES: SPECIFICATIONS

Cyclefor drain out the residualwater from
steamer

Automaticspecialcyclefor limescaleremoval
from the steamer
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The interruption of a washingcycle
alreadystarted requiresa mandatory
rinsing of minutes to remove
potential residual of chemical
products.

USE ONLY YESCLEANAND YESCAL
PRODUCTSFOR THE AUTOMATIC
WASHINGPROGRAMS

ADDITIONALINFORMATIONONTHEAUTOMATICWASHINGCYCLES

Removeanyaccessoryfrom the inside
of the oven before selecting an
automaticwashing.
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KEYICONSFUNCTIONS
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OTHERSICONSFUNCTIONS
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Selectthe icon ON: the displayshows
youthe defaultparameters

Keep touch the icon TEMPERATURE:
the icon PREbecomesred and the
functionisenable(display4)

TURNINGONPREHEATMODE

The preheating reachs automatically
50°c more than your TEMPERATURE
selectedin the cookingprocess. If the
proposed value is not enough, and
you desire to change it, when the
function is enable select twice the
iconTEMPERATURE

TEMPERATUREvalue flashes(display
2)
Whenflashing, set your desiredvalue
with MINUS/PLUSicons
Confirm the selection with icon
TEMPERATURE.

PREHEATfunction is optionalandit is possible
not to use it. YESOVENSsuggeststhe use of
this function to considerably improve the
cookingperformances.

Keep touch the icon TEMPERATUREagain if
youdesireto disablethe PREHEATfunction

Whenthe icon PREbecomesred the function
is enabled, when is switch off the function is
disable

When you haveselectedall your parameters
and will launch the cooking process, the
display3 showsyou the word PRE,wait till the
display shows you the word END(with the
signalacusticaswell), then you canopen the
doorandinsertthe food product

4 4

1

2

3

5
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Selectthe icon ON: the displayshows
youthe defaultparameters

Select once the icon TIME/CORE
PROBE: when the valueis flashingset
your desiredvalue with MINUS/PLUS
icons

Confirm the selection with icon
TIME/COREPROBE

Proceed with the other cooking
processparameters.

TIMECOOKINGMODESETTING

Select once the MINUS/PLUSicons if you
desireprecision. Keeptouch the MINUS/PLUS
iconsif youdesireto increasethe modification
speed

It is also possible to set the parameter
TIMELESS(showedINFin the display). TheINF
parameter is before 0.00, for select it when
the value is flashingtouch once the MINUS
icon and confirm it with TIME/COREPROBE
icon

2

3

1

3

4
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Select twice the icon TIME/CORE
PROBE: when the valueis flashingset
your desiredvalue with MINUS/PLUS
icons

Confirm the selection with icon
TIME/COREPROBE

Proceed with the other cooking
processparameters.

COREPROBECOOKINGMODESETTING

Select once the MINUS/PLUSicons if you
desireprecision. Keeptouch the MINUS/PLUS
iconsif youdesireto increasethe modification
speed

Thevaluerangeisbetween30°c and130°c

Selecttwice the icon TIME/COREPROBEfor
switchbackto the TEMPERATUREsetting

ThedisplayshowsyouErrPr2 if the coreprobe
isnot insertedin the externallink. Selectevery
icon for disable the acousticalarm, or icon
START/STOPto resetthe operation.

2 2

1 3
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Selectonce the icon TEMPERATURE:
when the value is flashing set your
desirednew value with MINUS/PLUS
icons

Confirm the selection with icon
TEMPERATURE

Proceed with the other cooking
processparameters.

TEMPERATURESETTING

Select once the MINUS/PLUSicons if you
desireprecision. Keeptouch the MINUS/PLUS
iconsif youdesireto increasethe modification
speed

It is also possible to modify the parameter
duringcooking

Thevaluerangeisbetween30°c and280°c

2 2

1 3
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Select once the icon
WATER/CHIMNEY: the displalyshows
youthe defaulthumidity%(0%)

When flashing, set your desired %
valuewith MINUS/PLUSicons

Confirm the selection with icon
WATER/CHIMNEY

Proceed with the other cooking
processparameters.

COOKINGMODESETTING: HUMIDITY%SETTING

You can also use the MANUALHUMIDITY
SUPPLYfunction, keeping selected the icon
WATER/CHIMNEY: the oven produceinstantly
30ΩΩof directlyhumidification

1

2 2

3
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While cooking, keep touch the icon
WATER/CHIMNEY: the display shows
you the humidity releasecountdown
(30ΩΩύ

In these 30ΩΩthe ovens produce
directly manual humidity without
interruption (except in the inversion
of fansrotation)

MANUALHUMIDITYSUPPLYFUNCTION
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FORCEDREMOVALOF HUMIDITY: PROGRAMMABLEFASTCHIMNEY
SYSTEM(FCSTECHNNOLOGY)

Select twice the icon
WATER/CHIMNEY: the display shows
you the default position of the
chimneys(close)

When flashing, select with
MINUS/PLUSicons your desirednew
value(OPENor CLOSE)

Confirm the selection with icon
WATER/CHIMNEY

Proceed with the other cooking
processparameters.

Youcanalsoset the openingchimneyvalvein
the further phases(you canset until 5 phases
for eachprogram)

If you set OPENposition,the icon CHIMMNEY
in the right sideof the display3 becomesred
for showsyou immediatly if you are working
with chimneyopenor close



38

Selectdirectly the icon FANto modify
the fan speed ventilation between
max speed (it is also the default
value), medium speed, minimum
speedandPULSEspeed.

FANVENTILATIONSETTINGANDPULSEFUNCTION

It is also possible to modify the parameter
duringcooking

The passagefrom automatic to PULSEmode
could compromise the performances of
humidityextractionandtotal time of cooking

All the fan speedsmake an inversionof the
airflow to guaranteethe cooking uniformity
andtheyareconstantlyin function



The PULSEspeedrecreatesthe static
ambient cooking: it is ideal for soft
and delicate cookings and for long
time cookingsthat need to be not
exposedto a strongventilatedairflow

When the associatedicon becomes
orange, the special fan speed is
enabled

When enabled, the fan start
simultaneouslywith the heatelement,
basicallyfor a few seconds

In the MAX,MEDandMIN fansspeed,
usuallythe ventilationis constantlyin
function; only in the PULSEmode the
ventilation work intermittently
(simultaneouslywith the heatelement
activation, for a few necessary
secondsto reachs the temperature
sett)

PULSESPEEDWORKING

39

MAX, MED and MIN fans speed 

PULSE fan speed 



40

The PROGRAMMEDMODEallows to
cookin 3 differentway:

Cook with multiple phases without
saving(seefollowingchapters)

Save a a new recipe with multiple
phases(seefollowingchapters)

Launcha recipesavedpreviously(see
followingchapters)

PROGRAMMEDMODE

In the programmedmode you also have the
accessto the automaticwashingprograms(if
your oven is equipped with the automatic
washingsystem)(seefollowingchapters)
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Selectthe iconPROGRAM: the display
showsyou the number01 (first of 99
free positions)insteadMan1 (it means
manualmode)

Set your first phase of cooking as
describedin the previouschapter

Select once the icon PHASES(Ph):
when flashing, select once the icon
PLUSto add a new phase: the display
shows you the number of the new
currentlyphase(the displaybelow, in
the right side)

COOKWITHMULTIPLEPHASESWITHOUTSAVING

Set your desired parameters in the
currentlynewphase

Selectthe icon STARTfor launchthe
recipe

OR

Setting furthers phasesas described
above in the previous chapter until
max 5 phases, at the end, select the
iconSTARTfor launchthe recipe.

Eachrecipemaycontainuntil 5 maxdifferent
phases(5 phasesfor cookingand one further
for PREHEATING)

Thecookingprocessgoesautomaticallyto the
followingphaseset

1

2 2

2
2
2

3

4 5 5
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Selectthe iconPROGRAM: the display
showsyou the number01 (first of 99
free positions)insteadMan1 (it means
manualmode)

Selectthe icon PROGRAMone more
time: when the number01 is flashing
chooseyour desiredposition for save
the programfrom 01 to 99, selecting
PLUS/MINUSicons

Set your first phase of cooking as
describedin the previouschapter

Select once the icon PHASES(Ph):
when flashing, select once the icon
PLUSto add a new phase: the display
shows you the number of the new
currentlyphase(the displaybelow, in
the right side)

Set your desired parameters in the
currentlynewphase

Keeptouch the icon PROGRAMuntil
the signalacoustic(CONFIRMSAVING)

OR

Setting furthers phasesas described
above in the previous chapter until
max5 phases, at the end,keeptouch
the icon PROGRAMuntil the signal
acoustic.

SAVEANEWRECIPEWITHMULTIPLEPHASES

Eachrecipemaycontainuntil 5 maxdifferent
phases(5 phasesfor cookingand one further
for PREHEATING)

1

2 3 3

3
3
3

4
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Selectthe iconPROGRAM: the display
showsyou the number01 (first of 99
free positions)insteadMan1 (it means
manualmode)

Selectthe icon PROGRAMone more
time: when the number01 is flashing
chooseyour recipe savedpreviously
selectingPLUS/MINUSicons

Selectthe icon STARTfor launch the
recipe

LAUNCHA NEWRECIPESAVEDPREVIOUSLY

Thecolor of the book icon in the left side of
the displaybelow showsyou if the position is
availablefor new recipes(green color) or is
alreadyoccupied(redcolor)

1 2

3

4
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Selectthe iconPROGRAM: the display
showsyou the number01 (first of 99
free positions)insteadMan1 (it means
manualmode)

Selectthe icon PROGRAMone more
time: when the number01 is flashing
chooseyour recipe savedpreviously
selectingPLUS/MINUSicons

Keeptouch the icon PHASES(Ph) for
deletethe recipe

The displayask you if you desire to
clearthe recipe(Clr)

Select the icon TEMPERATUREfor
confirmanddeletethe recipe

OR

Selectthe iconTIMEfor invalidatethe
deleteoperation.

DELETETHERECIPE

After the cancellationthe the color in the
book icon in the left sideof the displaybelow
becomesgreenagain

1 2

3

4

5
5
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Whenthe ovenis in ONstatus:

Openthe doorcompletely

Keeptouchthe iconFAN

The cooling function start until the
internal temperaturereaches50°C,at
this point the acoustic signal will
soundandthe displaystopflashing

COOLDOWNFUNCTION

The COOLDOWN function can be stopped
manuallyif youselectthe iconSTART/STOP
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If your oven is equipped with the
automatic washing system proceed
with:

Selectthe iconPROGRAM: the display
showsyou the number01 (first of 99
free positions)insteadMan1 (it means
manualmode)

Selectthe icon PROGRAMone more
time: when the number is flashing
choose your automatic washing
programselectingMINUSicon

Selectthe icon STARTfor launch the
automaticwashingprogramdesired

AUTOMATICWASHINGPROGRAMS

Before launch the washingprogram, please
makesure that the internal temperaturewill
not be too hot (65°C). In this caseit is very
suggestedone cool-down cycle (see in the
previous chapters), otherwise the program
launched will not start until the internal
temperaturedecreaseat 65°C

See following chapter for the washing
specifications(time, detergent consumption,
cycles, etc..)

1 2

3

4
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AUTOMATICWASHINGPROGRAMS



The cycles in the blue color are
standardfor eachovenequippedwith
the automatic washing system,
YesCleanrequired

AUTOMATICWASHINGCYCLES: SPECIFICATIONS

48
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The interruption of a washingcycle
alreadystarted requiresa mandatory
rinsing of minutes to remove
potential residual of chemical
products.

USE ONLY YESCLEANAND YESCAL
PRODUCTSFOR THE AUTOMATIC
WASHINGPROGRAMS

ADDITIONALINFORMATIONONTHEAUTOMATICWASHINGCYCLES

Removeanyaccessoryfrom the inside
of the oven before selecting an
automaticwashing.
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ALARMSANDWARNING

ERROR 
CODE

ERROR DESCRIPTION ACTIONS

Pr 1 Chamber probe error, short-circuitor opening 100 > R(pt100) > 223 ohm Contactservice

Pr 2 Meatprobe error, short-circuitor opening 100 > R(pt100) > 223 ohm Contactservice

Pr 3 Proofercore probe error, short-circuitor opening 100 > R(pt100) > 223 ohm Contactservice

Pr 4 Work area control board high temperature > 70°C Contactservice

Pr 5 Communicationerror with control panel > 5 seconds Contactservice

Pr 6 Temperature in cookingchamber> 310°C Contactservice

Pr 7 RPM sensorerror Contactservice

Pr 8 Motor speed error: the engineŘƻŜǎƴΩǘreachesthe selectedspeed Contactservice

Pr 9 Internalerror FW Contactservice

Pr 30 FW error not available Contactservice

E 99 No communicationwith control panel Contactservice

Wait Steamnot availableyet, ovenisreachingthe correcttemperature for steam Contactservice



51




